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APPROVED STRAPPING
SEE NOTE NO.4 BELOW

BELL PIPE

JACKED CASING
SEE PLANS FOR SIZE
AND THICKNESS BELL O.D.

BELL-LESS PIPE

TRIM BLOCKS
FOR ALIGNMENT
AND GRADE

SECTION A-A

GROOVE
FOR STEEL STRAPPING

REDWOOD BLOCK DETAIL
NOTES:

1. REDWOOD BLOCKS SHALL BE CONSTRUCTION GRADE.

2. REDWOOD BLOCKS SHALL BE VEED TO FIT CONTOUR OF PIPE.

3. WHEN JACKING, CASING GRADE SHALL BE SET SO CENTER LINE OF
CASING SHALL COINCIDE WITH CENTER LINE OF SEWER PIPE.

4. REDWOOD BLOCKS SHALL BE STRAPPED TO THE PIPE WITH STEEL

STRAPPING OR APPROVED WIRE BANDS.

PLUG ENDS OF CASING WITH 12 INCHES MINIMUM OF CONCRETE.

CONCRETE SHALL BE CLASS "B” P.C.C..

o o

INSTALLATION OF SEWER PIPE | fif s |C1T 0F FRESND
IN JACKED STEEL CASING S—7




